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box section and washer pump section, Each section may
be serviced independently of the other.

WiPER MOTOR ASSEMBLY {Figs. 60 to 62)
Disassembly

NOTE: Motor section may be disassembled
independently of the gear box.

Brush Plate and Circuit Breaker Removal

1. Scribe a reference line along the side of the casting
and end cap to insure proper re~-assembly.

2. Remove the two motor thru bolts,

3. Feed exposed excess length of motor leads thru the
casting grommet and carefully jack the case and
field assembly plus the armature away from the
casting.

NOTE: It may be necessary to remove the
armature end play adjusting screw and insert
a rod thru the opening in order to apply pres-
sure against the end of the armature.

4. Unsolder the black lead from circuit breaker.

5. Straighten out the 4 tabs that sécure the brush plate
to the field coil retainers. )

CAUTION: Be careful not to break any of the
retainer tabs. :

Install ““U’” shaped brush retainer clip over
brush holder that has brush lead attached to cir-
cuit breaker.

Holding the opposite brush from that retained in
Step 6, carefully lift the brush holder off the mount-
ing tabs far enough to clear the armature commuta~
tor.

8. Allow the brush, held in Step 7, to move out of its
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Fig. 59—Depressed Park Wiper and Washer Mechanism

Fig. 60-~Wiper Motor Separation

holder. Remove the brush spring and lift the brush
holder off the armature shaft.

Armature Removal
1. Follow: Steps 1 thru 8.under brush plate removal.
2. Lift armature out of case and.field asgsembly.
3. Remove thrust. ball from end of armature ‘shaft as
required and save for reassembly.

NOTE:. Thrust ball may be easily removed with
a magnet, '

Case and Field Assembly Removal (Fig. 61)

1. Remove brush plate and armature.

2. The end case and field assembly is serviced as a
unit. To free the field and case assembly, cut the
solid black and black with pink stripe leads ina
location' convenient for splicing - preferably near
the wiper .terminal board.

3. Remove steel thrust plate and rubber disc from case
bearing as required.

Assembly

1. If new field and case assembly is being installed,
splice. the black and black with pink stripe leads of
the new. field with the corresponding leads of the
wiper. N ’

2. Install the rubber thrust disc, steel thrust disc and
felt lubricating washer in the case assembly bearing
in the order indicated.

3. Lubricate end of armature shaft that fits in case
bearing. Next, install thrust ball in end of shaft.

4. Assemble armature in the case and field assembly,
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